< 1500 W O [§%) 3
o3 ol Blyg | @ > el NOTES
o o | © 340 0
1367 3 P cofd Ll 2
23 38 B o | S 3 GENERAL
w
i > L? 2444 1. All construction and erection done on
z 6 384 W ((Jé (@) 96* 360 site should conform to the laid standards
060 3 16 (02, U(SD) N (‘83 o of construction
T 365 385 %% © ') % S g0 widtngzoo o) . Jopth un 2440
[¢]
-~ 5 2 1A 8 S ”'”Nd vee drajg 0+0 2. The Engineer and/or client reserves the
3 d— <
88 S, 6 180 Q - = ) S o 1500 w right to instruct the contractor to correct
3 60 = S W3thY300 g, .
364 o o Y B depth |ajineg 2440 defective work(s)
< o o th uﬂ\‘ned vee 31 00 wi < vee %rqm
00 N = 300 min dep Widthx300 m, - depth i = >
% S RGN 4500 width® P unlindd vee gro; ) e 3. This drawing is to be read in conjunction
© drain = ; ;
- ed o 020 with all reference drawings
35. o ™% depth unline ] 1500 Widthx300 | . o 500 1000
20 1500 widthx3 < 0+4 N depth )
o é‘— > ed vee drain
= >
i 00 % 040 S 2+ i ROAD WORKS
B © B J
a4 % 0+3 g 1. Density tests to be done on each base
< N o 9 constructed
06 ) 060 © 2+ 2. Road formation level to be constructed
5 R\Y % 940 53 93 on approved sub—grade material and road
g0 = 9 '\ 0+3 z slopes to be formed at that stage
=
40 3 080 = 24§ MATERIAL SURFACING
20 942 ® 0+3 5 Premix: To SABS 1200 continuos graded bitumen
! o O 3 asphalt or similar approved.
e &0 S N 8 o _ ; ) Mix to be approved by the Engineer.
+ - 5 S o 2 Surface Treatment: Double Seal of 13.2 and 6.7mm stone
200 N N g o 0+3 g aggregate with 150/200 per bitumen
= 50 N © (Lig o > 77 emulsion fog spray.
(@)
= S1e S 150 Y {£8 7;3 Block Paving:
= T o Widthx300 min, depth un| Roads: Heavy duty 80mm thick interlocking
= < o ,\1 ,\0 nlined vee grqjp, blocks grey colour laid on herringbore
+ o 00 pattern to SABS 1200 specified or similar
@) 2 6
8 294 = 944 approved.
27 O+ - 943 Footway: Light duty 60mm thick interlocking blocks
293 29 6 50 grey colour laid on herringbore
o) 9 = 2+p4 pattern to SABS 1200 specified
0 S 5 or similar approved
279 s B3 g 04
° q FAO
2?}; 29 30 o 2+ 2
X Pt
80 | 29%& : 3 REFERENCE DRAWINGS
30 ) .
3. @
29 A E 298 307 2 2+20 S Drg No. Title
< =
1 g 3
28'\ (‘D-Eo g S.G/A1040/C/P/D001 POTABLE WATER RETICULATION
s 299 | 306 : 2+ s 8
) 29 §‘5+o 3 S.G/A1040/C/S,/D001 SEWER RETICULATION
1425
1420
1415
REV
DATE DRWN By | CHKD| APPD| ISSUE
L
/
1410 //
///
//
o ——————
1405 " h 1 Vancouver Rd
Braeside, Harare
l—
/ Cell:0775004369
// email:stmuta@aol.com
— T r——— Website:sgmusoni.com
onsutting englneers
_
/
- ZIMBRABWE | - S atather Suite Y103 - Y106
Avenue Eastlea PO Box National Sports Stadium,
_— - HG 836 Highlands Harare Bays 24 - 27
| Zimbabwe TelephonelFax
m (263 4) 746010 e-mail: Samora Machel Avenue,
zaceass@ mail.com clvedere
SCALES: ENGINEERS Belvedere%Harare 1E>3.l dO. Box 660
Horizontal 1:1000 ' | Harare
Vertical 1:100
THIS DRAWING IS ISSUED BY SG MUSONI, SUBJECT TO THE CONDITIONS THAT IT IS NOT CORIEC
DATUM 1395.000 FITHER IN WHOLE OR IN PART OR DISCLOSED TO THIRD PARTIES UNLESS PRIOR WRITTE
AUTHORISATION IS GIVEN BY SG MUSONI.
VERTICAL PROFILE PREVIOUS VERSIONS OF THIS DRAWING SHOULD BE STAMPED SUPERSEDED OR DESTROYE
GRADES —0.05370.000% 2.353% 2.288%.7 Q72725 % a2 27, 0.0267 0.0 6 AZR0E BRI D70 0 0 DASOEERA 7 1.935% RARR RABAR I%0B3% 3.4267 3.4497% 3.47 5 RS 71 7% 0.1757% 00353%:4 10%0.323%) 208 &/ BEIBERAR % D4 247% 5.243% 4 8608872508008/ 7. 708% 2.3467% DO NOT SCALE THIS DRAWING = IF IN DOUBT ASK
3 > 3 o o > S 3 3 h > =i 2 = 0 S 3 © S N i 3 S 3 S 3 Nl PROJECT TITLE
LEFT EDGE (HL) = o 3 < = % S S S 3 ~ e = < 2 S = S 2 2 < 2 = = 3 5 X
~ 0 i 3 = = = g 3 = = z = S = = = = i 2 i = = = i = ¥ = =¥
&
% % s > S S o > > = 3 i > > 9 = 0 = > o 5 N i3 = S = S 3 Nt DESIGN OF CIVIL INFRASTRUCTURE
S o < o0 <, * S S S S - © = o0 0 N @ S o = © % S > < ~ o~
=~ | CENTRE LINE (CL) S 2 S S 5 2 S S S S 5 S 3 3 2 5 S S S S S 5 2 S S S o FOR STRATHMORE HOUSING
=2 3 i hi i 3 i I N 3 i i ai hi hi 3 i 3 I 3 i 3 hi I N I i 2
=Z o
- 3 S S 3 e 5 5 3 2 * 3 > 2 = 2 3 3 5 3 o 3 3 2 3 3 3 N DEVELOPMENT
RIGHT EDGE (HR) S 2 S S 5 5 S S S S S S 3 3 2 2 5 Z s s < S 2 2 S S =
s e i i s i i ¥ i ¥ ¥ i i i ¥ i s i 5 i s i 3 ¥ > x ¥
DRAWING TITLE
5 S 2 2 > 2 S S S = 2 2 3 & = S 2 3 S = x 3 3 3 2 3 =
GROUND LEVELS ON CL S S S 3 = S S = S S 2 > 3 3 g 3 S S g = g S g = = S =f 1oM ROAD 8, PLAN & LONGITUDINAL
i 3 i ai 3 i i i 3 i i i hi i i i 3 i i i 3 i i i X i A
SECTION (SHEET 1 OF 1)
SUPERELEVATION
RIGHT — — CLIENT
HOMELINK (PVT) LTD
~ .
HORIZONTAL ALIGNMENT ATy %@@m A Hardwicke House, 72-74
[=230" 200" ‘
E mm Samora Machel Ave, P.O.
DISTANCE. (km) S 2 g 3 2 S 2 S 3 2 = 2 2 2 2 = 2 g 2 2 S S ¢ 3 3 S = Eowesse (207 Box 628, Causeway,
S S S S = S S S S S 3 3 3 3 S S g S 3 S S S S S S 3 ab HARARE, ZIMBABWE
Distance (km) SCALE MASTER SIZE
DRAINAGE 11000 AO
Size and Angle
CLIENT DRAWING No. REV
LONGSECTION 15M ROAD 8
FROM 0.000 TO 521.923 S.G/A1040/C/R/D004 Al



AutoCAD SHX Text
1500 widthx300 min. depth unlined vee drain

AutoCAD SHX Text
1500 widthx300 min. depth unlined vee drain

AutoCAD SHX Text
1500 widthx300 min. depth unlined vee drain

AutoCAD SHX Text
1500 widthx300 min. depth unlined vee drain

AutoCAD SHX Text
1500 widthx300 min. depth unlined vee drain

AutoCAD SHX Text
2X450mm

AutoCAD SHX Text
1500 widthx300 min. depth unlined vee drain

AutoCAD SHX Text
1500 widthx300 min. depth unlined vee drain

AutoCAD SHX Text
450mm

AutoCAD SHX Text
1500 widthx300 min. depth unlined vee drain

AutoCAD SHX Text
1500 widthx300 min. depth unlined vee drain

AutoCAD SHX Text
1500 widthx300 min. depth unlined vee drain

AutoCAD SHX Text
1500 widthx300 min. depth unlined vee drain

AutoCAD SHX Text
450mm

AutoCAD SHX Text
450mm

AutoCAD SHX Text
1500 widthx300 min. depth unlined vee drain

AutoCAD SHX Text
450mm

AutoCAD SHX Text
450mm

AutoCAD SHX Text
450mm

AutoCAD SHX Text
450mm

AutoCAD SHX Text
450mm

AutoCAD SHX Text
450mm

AutoCAD SHX Text
1500 widthx300 min. depth unlined vee drain

AutoCAD SHX Text
1500 widthx300 min. depth unlined vee drain

AutoCAD SHX Text
1500 widthx300 min. depth unlined vee drain

AutoCAD SHX Text
1500 widthx300 min. depth unlined vee drain

AutoCAD SHX Text
1500 widthx300 min. depth unlined vee drain

AutoCAD SHX Text
1500 widthx300 min. depth unlined vee drain

AutoCAD SHX Text
1500 widthx300 min. depth unlined vee drain

AutoCAD SHX Text
450mm

AutoCAD SHX Text
1500 widthx300 min. depth unlined vee drain

AutoCAD SHX Text
0

AutoCAD SHX Text
0

AutoCAD SHX Text
500

AutoCAD SHX Text
1000

AutoCAD SHX Text
THIS DRAWING IS ISSUED BY SG MUSONI, SUBJECT TO THE CONDITIONS THAT IT IS NOT COPIED EITHER IN WHOLE OR IN PART OR DISCLOSED TO THIRD PARTIES UNLESS PRIOR WRITTEN AUTHORISATION IS GIVEN BY SG MUSONI. PREVIOUS VERSIONS OF THIS DRAWING SHOULD BE STAMPED SUPERSEDED OR DESTROYED DO NOT SCALE THIS DRAWING - IF IN DOUBT ASK

AutoCAD SHX Text
PROJECT TITLE

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
CLIENT DRAWING No.

AutoCAD SHX Text
MASTER SIZE

AutoCAD SHX Text
REV

AutoCAD SHX Text
A0

AutoCAD SHX Text
DATE

AutoCAD SHX Text
REV BY

AutoCAD SHX Text
CHKD

AutoCAD SHX Text
APPD

AutoCAD SHX Text
ISSUE

http://www.carlbro.co.uk
http://www.carlbro.co.uk
file:///F:/STANDARD/ACAD-LIBRARY/Water/mailto;enquiries@carlbro.com
file:///F:/STANDARD/ACAD-LIBRARY/Water/mailto;enquiries@carlbro.com
AutoCAD SHX Text
DRWN

http://www.carlbro.co.uk
AutoCAD SHX Text
CLIENT

AutoCAD SHX Text
DRAWING TITLE

http://www.carlbro.co.uk
http://www.carlbro.co.uk
AutoCAD SHX Text
15M ROAD 8, PLAN & LONGITUDINAL SECTION (SHEET 1 OF 1 )

AutoCAD SHX Text
S.G/A1040/C/R/D004

AutoCAD SHX Text
1:1000

AutoCAD SHX Text
REFERENCE DRAWINGS

AutoCAD SHX Text
Drg No.

AutoCAD SHX Text
Title

http://www.carlbro.co.uk
http://www.carlbro.co.uk
http://www.carlbro.co.uk
http://www.carlbro.co.uk
http://www.carlbro.co.uk
http://www.carlbro.co.uk
http://www.carlbro.co.uk
http://www.carlbro.co.uk
http://www.carlbro.co.uk
http://www.carlbro.co.uk
http://www.carlbro.co.uk
http://www.carlbro.co.uk
http://www.carlbro.co.uk
http://www.carlbro.co.uk
http://www.carlbro.co.uk
http://www.carlbro.co.uk
http://www.carlbro.co.uk
AutoCAD SHX Text
NOTES

AutoCAD SHX Text
1. All construction and erection done on

AutoCAD SHX Text
site should conform to the laid standards

AutoCAD SHX Text
of construction

AutoCAD SHX Text
2. The Engineer and/or client reserves the

AutoCAD SHX Text
right to instruct the contractor to correct

AutoCAD SHX Text
defective work(s)

AutoCAD SHX Text
3. This drawing is to be read in conjunction

AutoCAD SHX Text
with all reference drawings

AutoCAD SHX Text
GENERAL

AutoCAD SHX Text
KEY

AutoCAD SHX Text
DESIGN OF CIVIL INFRASTRUCTURE FOR STRATHMORE HOUSING DEVELOPMENT

AutoCAD SHX Text
HOMELINK (PVT) LTD

http://www.carlbro.co.uk
http://www.carlbro.co.uk
http://www.carlbro.co.uk
http://www.carlbro.co.uk
AutoCAD SHX Text
A1

AutoCAD SHX Text
S.G/A1040/C/P/D001

AutoCAD SHX Text
POTABLE WATER RETICULATION 

AutoCAD SHX Text
S.G/A1040/C/S/D001

AutoCAD SHX Text
SEWER RETICULATION 

AutoCAD SHX Text
ROAD WORKS

AutoCAD SHX Text
1. Density tests to be done on each base

AutoCAD SHX Text
constructed

AutoCAD SHX Text
2. Road formation level to be constructed 

AutoCAD SHX Text
on approved sub-grade material and road

AutoCAD SHX Text
slopes to be formed at that stage

AutoCAD SHX Text
 approved.

AutoCAD SHX Text
or similar approved

AutoCAD SHX Text
 grey colour laid on herringbore 

AutoCAD SHX Text
Footway: Light duty 60mm thick interlocking blocks

AutoCAD SHX Text
pattern to SABS 1200 specified 

AutoCAD SHX Text
Block Paving:

AutoCAD SHX Text
pattern to SABS 1200 specified or similar 

AutoCAD SHX Text
Roads: Heavy duty 80mm thick interlocking

AutoCAD SHX Text
blocks grey colour laid on herringbore 

AutoCAD SHX Text
aggregate with 150/200 per bitumen

AutoCAD SHX Text
Surface Treatment: 

AutoCAD SHX Text
emulsion fog spray.

AutoCAD SHX Text
Mix to be approved by the Engineer.

AutoCAD SHX Text
Premix: To SABS 1200 continuos graded bitumen

AutoCAD SHX Text
asphalt or similar approved.

AutoCAD SHX Text
%%uMATERIAL SURFACING

AutoCAD SHX Text
Double Seal of 13.2 and 6.7mm stone

AutoCAD SHX Text
15M ROAD 8

AutoCAD SHX Text
15M ROAD 8


	Sheets and Views
	15M ROAD 8


